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A B C D & E G H J

Perform every: 37K Miles
60K KMs

1125 Hours
6 Months

75K Miles
120K KMs

2250 Hours
12 Months

150K Miles
240K KMs

4500 Hours
24 Months

300K Miles
480K KMS

6750 Hours
36 Months

450k Miles
725K KMs

13.5K Hours
48 Months

600K Miles
965K KMs
18K Hours
72 Months

750K Miles
1.2M KMs

24K Hours
96 Months

A Check – Air System & Compressor

Check – Charge Air System

Check – Charging Cranking System

Check – Cooling System

B Replace – Engine Oil & Oil Filters

Replace – Engine Fuel Filters

Check – Belts and Belt Tensioners

Drain Water – Fuel Filter Module

C Check – Vibration Damper Torque

Check – Coolant Hoses

Check – Engine Mount Bolts

Check – Verify Injector Calibration

Adjust – Valve Clearance*

D & E Clean – Diesel Particulate Filter

Replace – DEF Filter

Replace – Coolant Filter Element

Adjust – Valve Clearance**

G Replace – Poly-V Belts

H Replace – Diesel Particulate Filter

J Replace – Engine Coolant

*Initial Valve lash Adjustment is 60k Miles/1600 Hours 

**Routine Valve Adjustment is 300k Miles/9k Hours

Normal Duty/Line Haul

Less than 20% Idle Time  
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A B C D & E G H J

Perform every: 25K Miles
60K KMs

750 Hours
6 Months

50K Miles
80K KMs

1500 Hours
12 Months

150K Miles
240K KMs

4500 Hours
24 Months

300K Miles
480K KMS

6750 Hours
36 Months

450k Miles
725K KMs

13.5K Hours
48 Months

600K Miles
965K KMs
18K Hours
72 Months

750K Miles
1.2M KMs

24K Hours
96 Months

A Check – Air System & Compressor

Check – Charge Air System

Check – Charging Cranking System

Check – Cooling System

B Replace – Engine Oil & Oil Filters

Replace – Engine Fuel Filters

Check – Belts and Belt Tensioners

Drain Water – Fuel Filter Module

C Check – Vibration Damper Torque

Check – Coolant Hoses

Check – Engine Mount Bolts

Check – Verify Injector Calibration

Adjust – Valve Clearance*

D & E Clean – Diesel Particulate Filter

Replace – DEF Filter

Replace – Coolant Filter Element

Adjust – Valve Clearance**

G Replace – Poly-V Belts

H Replace – Diesel Particulate Filter

J Replace – Engine Coolant

*Initial Valve lash Adjustment is 60k Miles/1600 Hours 

**Routine Valve Adjustment is 300k Miles/9k Hours

Normal Duty/Line Haul

Greater than 20% Idle Time  



Severe Duty/Vocational

*Initial Valve lash Adjustment is 60k Miles/1600 Hours 

**Routine Valve Adjustment is 300k Miles/9k Hours

A B C D F G J

Perform every: 15K Miles
24K KMs

400 Hours
6 Months

30K Miles
48K KMs

800 Hours
12 Months

60K Miles
96K KMs

1600 Hours
24 Months

150K Miles
240K KMS
4.5K Hours
24 Months

300K Miles
480K KMS
9K Hours
36 Months

450K Miles
725K KMs

13.5K Hours
48 Months

750K Miles
1.2M KMs

24K Hours
96 Months

A Check – Air System & Compressor

Check – Charge Air System

Check – Electrical Harness/Cables

Check – Cooling System

B Replace – Engine Oil & Oil Filters

Replace – Engine Fuel Filters

Check – Belts and Belt Tensioners

Replace – Fuel Filter

C Check – Vibration Damper Torque

Check – Coolant Hoses

Check – Engine Mount Bolts

Check – Verify Injector Calibration

Adjust – Valve Clearance*

D Clean – Diesel Particulate Filter

Replace – DEF Filter

Adjust – Valve Clearance**

F Replace – Coolant Filter Element

Replace – Diesel Particulate Filter

G Replace – Poly-V Belts

J Replace – Engine Coolant
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Pick-up/Delivery/Refuse

A B C D F G J

Perform every: 15K Miles
24K KMs

400 Hours
6 Months

30K Miles
48K KMs

800 Hours
12 Months

60K Miles
96K KMs

1.6K Hours
12 Months

150K Miles
240K KMS
4.5K Hours
24 Months

300K Miles
480K KMS
9K Hours
36 Months

450K Miles
725K KMs

13.5K Hours
48 Months

750K Miles
1.2M KMs

24K Hours
96 Months

A Check – Air System & Compressor

Check – Charge Air System

Check – Electrical Harness/Cables

Check – Cooling System

B Replace – Engine Oil & Oil Filters

Replace – Engine Fuel Filters

Check – Belts and Belt Tensioners

Replace – Fuel Filter

C Check – Vibration Damper Torque

Check – Coolant Hoses

Check – Engine Mount Bolts

Check – Verify Injector Calibration

Adjust – Valve Clearance*

D Clean – Diesel Particulate Filter

Replace – DEF Filter

Adjust – Valve Clearance**

F Replace – Coolant Filter Element

Replace – Diesel Particulate Filter

G Replace – Poly-V Belts

J Replace – Engine Coolant

*Initial Valve lash Adjustment is 60k Miles/1600 Hours 

**Routine Valve Adjustment is 300k Miles/9k Hours
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