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A B C E & F R G J

Perform every: 37K Miles
60K KMs

1125 Hours
6 Months

75K Miles
120K KMs

2250 Hours
12 Months

150K Miles
240K KMs

4500 Hours
24 Months

300K Miles
480K KMS

6750 Hours
36 Months

375K Miles
600K KMS

8450 Hours
48 Months 

450k Miles
725K KMs

13.5K Hours
48 Months

750K Miles
1.2M KMs

24K Hours
96 Months

A Check – Air System & Compressor

Check – Charge Air System

Check – Charging Cranking System

Check – Cooling System

B Replace – Engine Oil Filters

Replace – Engine Fuel Filters

Check – Belts and Belt Tensioners

Drain Water – Fuel Filter Module

C Check – Vibration Damper Torque

Check – Coolant Hoses

Check – Engine Mount Bolts

Check – Verify Injector Calibration

Adjust – Valve Clearance*

E&F Clean – Diesel Particulate Filter

Replace – DEF Filter

Replace – Coolant Filter Element

Adjust – Valve Clearance**

R Replace – CCV Filter & O-Rings

G Replace – Poly-V Belts

J Replace – Engine Coolant

*Initial Valve lash Adjustment is 60k Miles/1600 Hours 

**Routine Valve Adjustment is 300k Miles/9k Hours

Normal Duty/Line Haul
Less than 20% Idle Time  
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A B C E & F R G J

Perform every: 25K Miles
40K KMs

750 Hours
6 Months

50K Miles
80K KMs

1500 Hours
12 Months

150K Miles
240K KMs

4500 Hours
24 Months

300K Miles
480K KMS

6750 Hours
36 Months

350K Miles
560K KMS

7850 Hours
48 Months

450k Miles
725K KMs

13.5K Hours
48 Months

750K Miles
1.2M KMs

24K Hours
96 Months

A Check – Air System & Compressor

Check – Charge Air System

Check – Charging Cranking System

Check – Cooling System

B Replace – Engine Oil Filters

Replace – Engine Fuel Filters

Check – Belts and Belt Tensioners

Drain Water – Fuel Filter Module

C Check – Vibration Damper Torque

Check – Coolant Hoses

Check – Engine Mount Bolts

Check – Verify Injector Calibration

Adjust – Valve Clearance*

E & F Clean – Diesel Particulate Filter

Replace – DEF Filter

Replace – Coolant Filter Element

Adjust – Valve Clearance**

R Replace – CCV Filter and O-Rings

G Replace – Poly-V Belts

J Replace – Engine Coolant

*Initial Valve lash Adjustment is 60k Miles/1600 Hours 

**Routine Valve Adjustment is 300k Miles/9k Hours

Normal Duty/Line Haul
Greater than 20% Idle Time  



Severe Duty/Vocational

*Initial Valve lash Adjustment is 60k Miles/1600 Hours 

**Routine Valve Adjustment is 300k Miles/9k Hours

A B C E R F G J

Perform every: 15K Miles
24K KMs

400 Hours
6 Months

30K Miles
48K KMs

800 Hours
12 Months

60K Miles
96K KMs

1600 Hours
24 Months

150K Miles
240K KMS
4.5K Hours
24 Months

180K Miles
290k KMS

5400 Hours
36 Months 

300K Miles
480K KMS
9K Hours
36 Months

450K Miles
725K KMs

13.5K Hours
48 Months

750K Miles
1.2M KMs

24K Hours
96 Months

A Check – Air System & Compressor

Check – Charge Air System

Check – Electrical Harness/Cables

Check – Cooling System

B Replace – Engine Oil Filters

Replace – Engine Fuel Filters

Check – Belts and Belt Tensioners

Replace – Fuel Filter

C Check – Vibration Damper Torque

Check – Coolant Hoses

Check – Engine Mount Bolts

Check – Verify Injector Calibration

Adjust – Valve Clearance*

E Clean – Diesel Particulate Filter

Adjust – Valve Clearance**

R Replace – CCV Filter &O-Rings

F Replace – Coolant Filter Element

Replace – DEF Filter

G Replace – Poly-V Belts

J Replace – Engine Coolant
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Pick-up/Delivery/Refuse

A B C R E F G J

Perform every: 15K Miles
24K KMs

400 Hours
6 Months

30K Miles
48K KMs

800 Hours
12 Months

60K Miles
96K KMs

1.6K Hours
12 Months

125K Miles
200K KMS
4.5K Hours
24 Months

150K Miles
240K KMS
4.5K Hours
24 Months

300K Miles
480K KMS
9K Hours
36 Months

450K Miles
725K KMs

13.5K Hours
48 Months

750K Miles
1.2M KMs

24K Hours
96 Months

A Check – Air System & Compressor

Check – Charge Air System

Check – Electrical Harness/Cables

Check – Cooling System

B Replace – Engine Oil Filters

Replace – Engine Fuel Filters

Check – Belts and Belt Tensioners

Replace – Fuel Filter

C Check – Vibration Damper Torque

Check – Coolant Hoses

Check – Engine Mount Bolts

Check – Verify Injector Calibration

Adjust – Valve Clearance*

R Replace – CCV Filter & O-Rings

E Clean – Diesel Particulate Filter

Adjust – Valve Clearance**

Replace – Coolant Filter Element

F Replace – DEF Filter

G Replace – Poly-V Belts

J Replace – Engine Coolant

*Initial Valve lash Adjustment is 60k Miles/1600 Hours 

**Routine Valve Adjustment is 300k Miles/9k Hours
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When you need genuine parts and expert service, PACCAR's 

expansive support network will get you back on the road 

fast. With hundreds of PACCAR Engine dealerships 

throughout North America you are never far from quality 

service and support when you buy a PACCAR powered 

vehicle. Expect comprehensive warranty coverage, a 

hassle-free process and expedited parts and service for 

critical downtime situations. 

PACOIR ENGINES

WWW.PACCARPOWERTRAIN.COM 

PACCAR Inc. • P.O. Box 1518, 

Bellevue, WA 98009 

Note: Equipment and specifications shown in this brochure are subject to change without notice. 

�-2025 PACCAR Inc. Consult with your PACCAR Engine dealer at time of ordering for standard and 

optional equipment. PACCAR MX. MX, MX-11, and MX-13 are trademarks of PACCAR Inc. 

2025 MX Maintenance Intervals 
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